DUCT AND STRUCTURE INSPECTOR
NAME: ROBERT LOPEZ
PHONE: 310—608—35125

CABLING CONSTRUCTION COORDINATOR
NAME:
PHONE:

XIS TING

55
IN: 1= PH CS 10" XA 16KV 3P 3-1/0
IN: 1= RSR 5" TO 4" EXTENSION

CF: 109- CM DUCT 5°
Cr: 109— CM DUCT FOR EXCAVATION

IN: 156— CBL 1/0 AL 3-1/C 17KV CLP PJ

TEN 5715872 to Str 1 —
TEN Str 1 to o0/19872 —

4 /8509 5E

NEW BUSINESS RETAIL STORE / OFFICES

CAN SET.

Class C3

CREW NOTE- PERMIT REQUIRED FOR ENCROACHEMNT , METERING SELF CONTAINED CREW OR EMS

CUSTOMER NOTE-~ CONTACT SCE INSPECTOR ROBERT LOPEZ @ 510-608-3125 FOR A
PRE-CONSTRUCTION MEET. FOLLOW ALL SCE DECALS PROVIDED TO COMLY WITH SCE STANDARDS
AND REQUIREMENTS. MORE INFO AVAILABLE @ SCE COM.

CO: 1=5" (17)
IN: 177 3—1/0 JCN 16kV

SIDEWALK

125'RADIUS

,I 577

S7th St.

<:E> 109°

POLE TO PL
IN: 109" 3—1

CUSTOMER—OWNED CONDUIT MATERIAL* AND CONCRETE
ENCASEMENT ARE TO BE INSTALLED IN ACCORDANCE WITH
EDISON ELECTRICAL SERVICE REQUIREMENTS.

/0 JCN 16kV
375 LBS

164 LBS

*SUBJECT TO APPROVAL BY LOCAL INSPECTION AUTHORITIES

D14: Rev. 01/85

WHERE CONDUITS ARE PICKED UP
OR INTERCEPTED, CONDUIT SHALL BE
MANDRELLED AND PULL ROPE INSTALLED
FROM TERMINAL TO TERMINAL.

NOTE:

ALL ELECTRICAL DUCTS AND STRUCTURES WILL
CONFORM TO GENERAL ORDER #128 (RULES FOR
CONSTRUCTION OF UNDERGROUND ELECTRICAL
SUPPLY AND COMMUNICATION PRESCRIBED BY THE
PUBLIC UTILITIES COMMISSION OF THE STATE
OF CALIFORNIA, JANUARY 2006).

Note: Per ESR 3, Section 15.5

Existing underground terminating pull box or
switchboard pull section ampacity rating shall be
equal to or greater than the ampacity rating of the

total main switch capacity for which it is serving.

Adding services exceeding the ampacity rating of a
terminating pull box or switchboard pull section
is not acceptable.

UNDERGROUND SERVICE ALERT

Dial 811

Call USA
For Underground Locating
2 Working Days Before You Dig

CO: 2—47 (111))

SLB TO METER
IN: 111" 3—#350 1—-4/0 CLP
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An EDISON INTERNATIONAL Company

SCALE: 1" = 40’

e —
0 40 80

TEN 5715872 to Str 2 —

6'x8'6"

CO: Pa/1od8/2  SLAB BOX

CONCRETE
CO: 1- S SB 6 X 8 CONC

IN: 2— CNN HYLUGS PM 3-350 1-4/0 12/16KV 3P
IN: 2— CNN BOLTS PM 4/0 AND UP 12/16KV 3P
IN: 1= TR PM F DE 150KVA 16KV 120/208Y 3P+

IN: 3-4#350 1-4/0 CLP 111" (1 runs)
Ml 3-4350 1-4/0 CLP 26" (1 runs)

1— MTR KWH/KVARH 30A 120/208 3P 4W
1— MTR KWH/KVARH 30A 120/208 3P 4W
1— MTR KWH/KVARH 30A 120/208 3P 4W
IN: 1= MTR KWH/KVARH 30A 120/208 3P 4W
1— MTR KWH/KVARH 30A 120/208 3P 4W
1— MTR KWH/KVARH 30A 120/208 3P 4W
1—

MTR KWH/KVARH 30A 120/208 3P 4W

PROPOSED SINGLE LINE

4785693E 2/0C

4453340E

1/0CLP

KOBE 16KV, FRUITLAND SUB
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5707 PACIFIC HUNTINGTON PARK CA 80255
5707 PACIFIC BLVD UNIT A HUNTINGTON PARK CA 90255  MSR#7012810
5707 PACIFIC BLVD UNIT B HUNTINGTON PARK CA 90255 MSR#7019811
5707 PACIFIC BLVD UNIT C HUNTINGTON PARK CA 90255  MSR#7019812
5707 PACIFIC BLVD UNIT D HUNTINGTON PARK CA 80255  MSR#7019813
5707 PACIFIC BLVD UNIT E HUNTINGTON PARK CA 90255  MSR#7019814
5707 PACIFIC BLVD UNIT F HUNTINGTON PARK CA 90255  MSR#7012815
200 LBS 5707 PACIFIC BLVD UNIT HM HUNTINGTON PARK CA 90255 MSR#7012816

WARNING

THE EXCAVATOR MUST TAKE ALL STEPS NECESSARY TO AVOID
CONTACT WITH UNDERGROUND FACILITIES WHICH MAY RESULT IN
INJURY TO PERSONS OR DAMAGE TO FACILITIES IN THE AREA.
THE INDICATED LOCATIONS OF EDISON UNDERGROUND FACILITIES,
AS PROVIDED, ARE BELIEVED TO BE ACCURATE, HOWEVER, THE
FINAL DETERMINATION OF EXACT LOCATIONS AND THE COST OF
REPAIR TO DAMAGED FACILITIES IS THE RESPONSIBILITY OF THE
EXCAVATOR.
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RUN:126
RISER: 30
TOTAL: 156

CONCRETE PRODUCTS

Precast concrete item complete with neck. Cover and
inserts may be obtained from any of the following listed
and approved manufactureres:

JENSEN PRECAST
14221 San Bernardino Ave., Fontana, Calif. 92335
Phone: (909) 350—4111
(800) 257-6100

OLDCASTLE PRECAST
10650 Hemlock Ave., Fontana, Calif. 92337

Phone: (909) 428—3700
(800) 626—3860

FOR HANDHOLE AND PULLBOX MANUFACTURERS,
SEE UGS HP 200.

D41: Rev. 01/21/09

CONDUIT RADIUS REQUIREMENTS:

A: The minimum radius for bends are:
36" for conduits 3" in diameter or smaller
48" for conduits 4" and 5” in diameter
60" for 6” diameter conduit

B: The minimum radius for sweeps are:
36" for conduits 3" in diameter or smaller
12'-6" for conduits 4” in diameter and larger,
unless otherwise noted.

O

KOBE 16KV, FRUITLAND SUB

O

PROJECT REQUIREMENTS (Y/N)
EDISON EASEMENT REQUIRED
PWRD 88 REQUIRED
PERMIT REQUIRED
PERMIT TYPE: ENCROACH
OUTAGE REQUIRED
OUTAGE DATE: TIME:
TLM. DATA TRAFFIC CONTROL REQUIRED
TYPICAL CONDUIT BANK SECTION SIZE KVA CUST 7% LOAD Q
SEE UGS CD 120 EXIST. % PED. TRAFFIC CONTROL REQ'D
PROP. 150 99.20 _1_ 66.137 CONVEYANCE LETTER REQ'D
”~ //. //. //.
P 3 VOLTAGE DROP: 2.27 ENVIRONMENTAL CLEARANCE REQD
z FLICKER FACTOR: :
203 A CSD 140 (TLM) REQ'D
SN PRI. CIRCUIT: KOBE
D124: Rev. 04/19/16
¢ et 1% DISTRICT PROJ. MGR. HARRIS, STEVE PLANNER HARRIS, STEVE DESIGNER
32 — COMPTON PHONE PHONE  310—608—5005 HARRIS, STEVE
~=— BEDDING PROJECT NO. |SERVICE REQUEST MSR NO. PRODUCT—1 ASSOC DESGN
1] /é/ E 1442846  |2357120 VARIETY 1280677—NEW METER & SERVICE
CIRCUIT / VOLTAGE THOMAS GUIDE PRODUCT-2 ASSOC DESGN
I I KOBE 16KV 765
1" SUB / PG NO. CIRCUIT CODE PRODUCT-3 ASSOC DESGN
FRUITLAND 09850
DIRECT BURIAL INVENTORY MAP 108—4218—1 J.P.A. NO. PROPOSED CONSTRUCTION (LOCATION)

SIMILAR CONSTRUCTION FOR FEWER CONDUIT
2 CONDUITS MAX.

D81: Rev. 09/23/09

5707
HUNTINGTON PARK, CA 90255

PACIFIC BLVD

TYPE DATE

APPROVED BY | CHECKED BY

DRAWN BY | PAX #|SHEET

Southern California Edison Company

1

DESIGN\DRWG NO.

o2 956406_0.01




